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Study Tips 
 

This product will provide you with questions and answers carefully compiled and written by our 
Expert Senior Certified Staff.  Our practice questions are designed to help you learn the concepts 
behind the questions rather than be a strict memorization tool. 
 
Important Note: 
Please Read Carefully 
Repeated readings of our Pass-Guaranteed.com Practice Exam will increase your 
comprehension. We constantly add to and update our Practice Exams with new questions, 
answers and explanations, so check that you have the latest version of this Practice Exam before 
you take your exam. 
 
For security purposes, each PDF file is encrypted with a unique serial number associated 
With your Pass-Guaranteed.com account information. In accordance with International 
Copyright Law, Pass-Guaranteed.com reserves the right to take legal action against you should 
we find copies of this PDF file distributed to other parties. 
 
Update Notifications (Latest Version) 
 
We are constantly reviewing our products.  New material is added and old material is revised.  
Free Updates are available for 180 days after purchase.  If you purchased a bundle, you will 
have Free Updates for 1 YEAR!  
 
You can signup to our newsletter for instant notification whenever an update is released by 
becoming a Pass-Guaranteed.com member at: http://www.pass-guaranteed.com/log.htm  
 
By becoming a Pass-Guaranteed.com member, you also get a chance to win a FREE Practice 
Exam of your choosing.  We give away 3 Pass-Guaranteed.com Practice Exams every week to 3 
lucky winners. 
 
Pass-Guaranteed.com Product Specials 
 
Pass-Guaranteed.com Custom Bundle Requests, cover all Pass-Guaranteed.com Products!!!  You 
can visit our Special Bundle Discounts from Pass-Guaranteed.com or make your own Custom 
Bundle Request with Pass-Guaranteed.com here: http://www.pass-guaranteed.com/bundles.htm  
 
Pass-Guaranteed.com Custom Bundle Request Form let’s you create your own Bundle Of 
Products!!! You can select and group any of our products for your Custom Bundle and we will 
give you up to a 50% Discount on your Custom Bundle Package. This includes our Practice Test 
Questions, Online Course Tutorials, Study Guides, Lab Scenarios and our Certified Online 
Instructor service.   
 
Please visit: http://www.pass-guaranteed.com/custom-request.htm If you would like to purchase a 
Custom Bundle from Pass-Guaranteed.com. 
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QUESTION:  1 Network Topology Exhibit 
 

 
 
 
As shown in the exhibit, a customer has several interconnected core rings. They want to 
create several virtual rings utilizing their STM-64 backbone (Nodes 1, 2, 3, and 4). 

What do you recommend? 
A. SNCP rings 
B. MS-SPRing rings 
C. 1:N protection on all core circuits 
D. Dual-ring interconnect with MS-SPRing rings 
 
 
QUESTION:  2 
 
Exhibit: 
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When designing a CDWM system with multiple amplified spans, a pre-amp is needed 
Site B to ______. Choose three. 
 
A. Offset the OADM loss at site B. 
 
B. Overcome the high multiplexer loss at Site A. 
 
C. Amplify signal levels after the high loss through Fiber Span 1. 
 
D. Adjust add channels at Site B to be at the same level as the passthrough channels. 
 
E.   Ensure that the per channel power is higher than the minimum needed for the post 
amp at Site B. 

Answer:  A, B, C 
 
 
QUESTION:  3 Drag & Drop 
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Answer: 
 

 
 
 
 
QUESTION:  4 
What three in combination are factors that can cause four-wave mixing in the fiber-optic 
cables?  Choose three 
 
A. Low optical power 
B. High optical power 
C. Few optical channels 
D. Many optical channels 
E.  Low chromatic dispersion 
F.  High chromatic dispersion 
G. Too much power differential in the optical channels 
 
Answer:  B, D, G 
 
 
QUESTION:  5 
The ONS 15216 is a 32-channel system.  The ONS 15216 OADMs are capable of adding 
and dropping one, two, or four channels. 
 
How are the OADMs provisioned to add and drop specific channels? 
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A. The ONS 15216 OADM can be provisioned to add/drop one, two or four channels via 
Cisco Transport Manager (CTM). 
 
B. The ONS 15216 OADM consists only of four-channel module, and the number of 
ports utilized determines whether it is a one, two or four channel OADM. 
 
C. Three separate OADM modules are available for one, tow, and four channels.  The 
wavelengths to be dropped and added are programmable via Cisco Transport Manager 
(CTM). 
 
D. The ONS 15216 OADM consists only of four-channel module.  Two-channel and 
four-channel support is available by stacking the single-channel module. 
 
E.  The ONS 15216 OADM is available in one, two, four channels.  There are 32 single-
channel OADM modules, 16 two-channel OADM modules, and four-channel OADM 
modules. 
 
Answer:  E 
 
 
QUESTION:  6 
How is SNCP and MS-SPRing traffic rerouted during a protection switch when a 
complete fiber cable cut occurs? 
 
A. SNCP traffic is switched from the first node that receives the AIS. MS-SPRing traffic 
is rerouted from the first in the ring. 
 
B. SNCP traffic is selected at the destination node in the ring. MS-SPRing rerouted from 
the originating node in the ring. 
 
C. SNCP traffic is rerouted from the originating node in the ring. MS-SPRing traffic is 
rerouted from the originating node in the ring. 
 
D. SNCP traffic is selected at the destination node in the ring. MS-SPRing traffic is 
rerouted from the last reachable node in the ring 
 
Answer:  D 
 
 
QUESTION:  7 
How is a thin filter fabricated? 
 
A. The glass core is doped with an Erbium in periodic segments of the fiber. 
 
B. Layers of high index and low index material are deposited on a glass substrate. 
 
C. Thin layers of silica glass are place onto wafers to produce a prism-like effect. 
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D. Fiber is etched with an ultraviolet laser that is precisely spaced for specific wavelength 
filtering. 
 
Answer:  B 
 
 
QUESTION:  8 
 
Exhibit: 
 

 
 
 
What is the maximum allowable loss budget between the ONS 15216 Mux (left side) 
composite output and the ONS Demux (right side) composite input, with the optical 
values given in the exhibit?  (Assume the worst case loss of 4.5 dB for 15216 200 GHz 
Mux/Demux and ignore power penalties or extra margin.) 
 
A. 15 dB 
B. 17 dB 
C. 21 dB 
D. 26 dB 
E.   27 dB 
 
Answer: B 
 
 
QUESTION:  9 
 
Exhibit: 
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The exhibit shows a 15454/15216 DWDM system and alarm indications. 
What are two possible sources of trouble shown in the system?  (Choose two.) 
 
A. Fiber failure between Sites A and D. 
B. EDFA failure at Site A (clockwise direction) 
C. EDFA failure at Site C (clockwise direction) 
D. 15217 multiplexer at Site A (counter-clockwise direction) 
E.   OADM pass-through (West “OUT”) failure at Site (Clockwise) 
F. Wavelengths 1 and 3 transmitter failures at Site A (clockwise direction) 
 
Answer:  B, F 
 
 
QUESTION:  10 
How is SNCP and MS-SPRing traffic rerouted during a protection switch when a 
complete fiber cable cut occurs? 
 
A. SNCP traffic is switched from the first node that receives the AIS. MS-SPRing traffic 
is rerouted from the first in the ring. 
 
B. SNCP traffic is selected at the destination node in the ring. MS-SPRing rerouted from 
the originating node in the ring. 
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C. SNCP traffic is rerouted from the originating node in the ring. MS-SPRing traffic is 
rerouted from the originating node in the ring. 
 
D. SNCP traffic is selected at the destination node in the ring. MS-SPRing traffic is 
rerouted from the last reachable node in the ring 
 
Answer:  D 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


