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Disclaimer

The information in this publication is subject to change without notice and does not represent a commitment
on the part of Datgel Pty Ltd. The software described in this document is furnished under a license agreement
or nondisclosure agreement. The software must be used or copied only in accordance with the terms of the
agreement.

Every effort was made to ensure accuracy of this information. However, Datgel Pty Ltd makes no warranty as
to the correctness of this information or the supplied files.

Printed in Australia. All rights reserved worldwide. No part of this publication may be reproduced in any form
or by any means without the prior written consent of Datgel Pty Ltd. Comments are welcome and become the
property of Datgel Pty Ltd.

All products mentioned are trademarks of the respective producers.
Copyright © Datgel Pty Ltd 2006-2009

Datgel Pty Ltd

Suite 8, Level 1, The Hub
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Ultimo NSW 2007

Australia

Tel: +61 2 8202 8600
Fax: +61 2 8202 8606
Email: info@datgel.com
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About this guide

This user guide contains the information that you need when installing, configuring and using the Datgel
Product License System.

Conventions and typography used in this guide

Note: Tips and additional Information to help you.

> Used to indicate a series of menu commands.
e.g. Select File > Open.

| Used to indicate a gINT Application Group, Application, Table Group or Table , e.g.
DATA DESIGN | Project Database

Bold Text Iltems you must select, command buttons, or items in a list.
e.g. Navigate to UTILITIES | Convert Projects (4" tab).

Use to emphasize the importance of a point such as parameters.
e.g. Data Entry — Check Omit Must Save prompt when save is required

Italics Emphasis

CAPITALS Names of keys on the keyboard. for example, SHIFT, CTRL, or ALT.
KEY+KEY Key combinations, for example CTRL+P, or ALT+F4.

Code Snippet Indicates a code snippet within a paragraph

Code sample Indicates a sample program codes inserted in user guide e.g.
public override string ToString ()
File name or path Used for formatting file name and paths e.g. di_1ib.glb or

V:\10 gINT\Datgel Install Files\

Database table name, e.g. POINT_TABLE.

Table_Name
Field Name Database field name; e.g. PointlD
Command line Command line, presented exactly as it must be entered e.g.
cdir
License System Datgel

User Guide ii DLS-UG-001 - 1.10- May 2009



1  About Datgel Products

Datgel provides a range of products that extend the functionality of gINT Professional/Logs Plus/Logs.
Each of these products needs to be licensed and you can do this using either an activation file supplied
by Datgel, or using a Hardware Key.

This guide explains how to complete licensing using an activation file or a hardware key.

1.1 Support
For technical support please email support@datgel.com or call +61 2 8202 8600.

1.2 Prerequisites

Install the Datgel product as described in the product specific user guide.

For Datgel products that are Add-Ins to gINT, you will need to open gINT and select a gINT project file
before you begin licensing the product.

You will need to enter the license number and serial number during the licensing process. This
information is available from the installation CD that you received from Datgel.

1.3 License types

e Single User Hardware Key License — A Single User Hardware Key License is fixed to the PC
where the Hardware Key is attached. A Single User Hardware Key contains a license for one
user only, but may hold a license for more than one Datgel Product.

e Network Hardware Key License — A Network Hardware Key License provides one or more
floating licenses that can be used by any PC on the same network as the PC where the
Hardware Key is attached. A Network Hardware Key may contain licenses for more than one
user, but can hold a license for one Datgel Product only.

e Trial License — The Trial License is a fully functional license limited by the number of product
uses and time since activation.

e Single User Software Key License — The Single User Software Key License is fixed to the
particular PC where you have performed the activation. If you want to move the licence to
another PC, you need to deactivate the original license, and then request activation for a new
Single User Software Key from Datgel.

14 Choose a license method

The first time you run a Datgel Product from the Add-in menu, you are prompted to:

a) activate the product, and
b) choose the licensing method.

Choose the appropriate option on the following screen, and click Next.

License System Datgel
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h Datgel CPT Tool - License Activation [=3a

Activation Options

This Datgel productisnotlicensed oralicensewas notfound on this
computer. Please select from the following:

Use a hardware key license

Activate a software key license ortrial license

[ Cancel H HMext |

If you have received a USB hardware key, you must choose Use a hardware key license.
Use the option to Activate a software key licence or trial license in one of the following situations:

e You want to trial the Product before deciding whether to purchase a license.
e You have bought a Software Key License and want to request a Software Key from Datgel.

e You have bought a Software Key License and have received a Software Key Activation file
from Datgel.

License System Datgel
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2 Obtain a License

2.1 Validate a Single User Hardware Key

Use this procedure if you have received a Hardware Key with your installation CD.

An unlimited number of PCs can be configured to use the same Single User Hardware Key, but only the
PC where the Hardware Key is attached will be able to use the license.

Note: If you are converting from a software licence to a Single User Hardware Key License, you must
deactivate the Software Key License first (refer to Deactivate a Single User Software Key License on page
20).

To enable licensing on your PC:

1. Make a note of the license number and serial number — you need them to complete the
installation.

1. Select Add-Ins > <Product Name> > Licensing.

Select the option for Use a hardware key license.

B Datgel CPT Tool - License Activation (=3

Activation Options

This Datgel product is not licensed or a license was not found on this
computer. Please select from the following:

@ Use a hardware key license

_) Activate a single user software key license or trial license

Cancel ] I Next

2. Click Next.

3. Select the option for | have an active hardware key and need to enter or update the license
number, serial number [or server namel].

License System Datgel
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Activation Options

h Datgel CPT Tool - Activation Options

MNumber of additional seats required: 1

() | have received a license file

@ | have an active hardware key and need to enter or update the license number, serial number [or server name]

-, Request to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
= or reguest the activation of the single user hardware key attached to this computer

= Request to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Tool (Version: 1.0),
~ or activate the network hardware key attached to this computer

Cancel || Mext

4. Click Next.

5. Select the Contact Details tab and enter relevant information.

{14 Datgel CPT Tool

~ First Name

Job Title

* Company Name
Address

= City

Post Code

* Email

* Phone Number

*Required

Contact Details

[Phil * Family Name
Managing Director
Datgel Pty Lid

Suite 8. Level 1, The Hub, 83-37 Jones Street

Uttima State or Province
2007 = Country
phil wade@datgel.com

612 8202 8600 Fax Number

+61 2 8202 8600

eq. 2600

Wade

NSW

Australia

61 2 8202 8606

l

Cancel | | Save

l

6. Select the License Details tab and enter relevant details in the Single User Hardware Key

area.

License System
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|4 Datgel CPT Tool (==

License Details | Contact Details

Single User Hardware Key
* License Number DBODO1 Currently Used

* Serial Number |DCT - 61778 - 10863 Validate Single User Hardware Key

MNetwork Hardware Key

~ Server Name
* License Number

* Serial Mumber |DCT | - - Validate Metwork Hardware Key

Sequence Server License Mo Seral Mo  Cumently Used

X|[«])

| Cancel | | sawe

7. Click Validate Single User Hardware Key.
8. Click Close.

jg Single User Hardware Key (Information)

= |[E ][]
Validation successful. .

Copy to Clipboard

=[] Extended Information

If the license is not validated successfully, check the following:

o Serial Number and License Number has been entered correctly
o The Hardware Key is attached to your PC and is the correct key for this product

9. On the Datgel CPT Tool dialog, click Save.

1) Datgel CPT Toel (Information) o ||

Updated license information is saved successfully ;
Copy to Clipboard

= [] Extended Information

10. Click Close.

2.2 Validate a Network Hardware Key

An unlimited number of PCs can be configured to use a network license, with licenses allocated in the
order that they are requested by users. For Add-Ins, starting gINT does not necessarily start the Add-In;
generally the Product license is occupied from the first time the product is called in that gINT session.

When the number of available licenses on the key has been reached, the product will not be available
to subsequent users.

A license is released as soon as the user closes gINT, making it available for other users.

License System Datgel
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If you are converting from a Software Key to a Network Hardware Key, you must deactivate the
Software Key License first (refer to Deactivate a Single User Software Key License on page 20).

Note: You must have the Datgel Network License Server program installed on the server and your PC must
be able to connect to the server via a network.

Refer to Datgel Network License Server on page 44 for information about installing and configuring the
license server.

To enable network licensing on your PC:

1. Make a note of the license number, serial number, and server name (or IP address) where the
Network Hardware Key has been attached.

2. Select Add-Ins > <Product Name> > Licensing.

3. Select the option for Use a hardware key license.

h Datgel CPT Tool - License Activation (=3

Activation Options

This Datgel productisnotlicensed or a licensewas not found on this
computer. Please select from the following:

@ Use a hardware key license

() Activate a software key license ortrial license

Cancel ] ’ Mext

4. Click Next.

5. Select the option for | have an active hardware key and need to enter or update the license
number, serial number [or server name)].

h Datgel CPT Tool - Activation Cptions (3]

Activation Options

@ | have an active hardware key and need to enter or update the license number, serial number [or server name]

-. Request to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
~ or request the activation of the single user hardware key attached to this computer

= Pequest to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Teol (Version: 1.0),
~ or activate the network hardware key attached to this computer

MNumber of additional seats required: 1

) | have received a license file

Cancel ] [ et
6. Click Next.
7. Select the Contact Details tab and enter relevant information.
License System Datgel
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|14 Datgel CPT Taol (==

Contact Details

*First Name | [{] * Family Name Wade

* Company Mame Datgel Pty Ltd

" Phone Number 61 2 8202 8600 Fax Number 61 2 8202 8606

Job Title  Managing Director

Address Suite 8, Lewel 1. The Hub, 83-37 Jones Street
*City  Uimo State or Province  NSW
Post Code 2007 * Country  Australia -

" Email phil wade@datgel com

e.g. +61 2 8202 8600

*Required

| Concel | | save |

8. Select the License Details tab and enter relevant details in the Network Hardware Key area.

License Details | Cortact Details

(14 Datgel CPT Tool (=]

Single User Hardware Key

* License Number

* Serial Number |DCT - - Validate Single User Hardware Key

MNetwork Hardware Key
* Server Mame  DatgelfppSvrll

" License Number DC1002

* Serial Number |DCT - 60524 - 80273 Validate Metwork Hardware Key

Sequence  Server License Mo Seral No Cumrently Used

E] 1 DGSYDWS01 DBOOOT DCT-18266-24291 Yes
2 DatgelfppSvrll  DCI1002 DCT-60924-60273 No

==mlll

9. Click Validate Network Hardware Key.

Metwork Key 23

Network key license is validated successfully.
Do you want to add this new license to the list?

If the license is not validated successfully, click No, and check the following:

o

Serial Number and License Number has been entered correctly

Server name is correct and the server is reachable from your PC

The Hardware Key is attached to the server and the Datgel Network License Server
application is running

License System
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10. Click Yes.

11. Repeat steps 8 to 10 to add additional servers.

Refer to section 3.4.2 Network Hardware Key License sequence on page 41 for more

information.
12. Click Save.

i) Datgel CPT Tool {Information)

= [ ]5]

Updated license information is saved successfully -
Copy to Clipboard

- Extended Information

13. Click Close.

2.3 Trial License

DO NOT use this procedure if you have received a Hardware Key with your installation CD.

A Trial License allows you to use the product for a limited time (typically 14 days) and with a limited

number of transactions.

14. Start gINT.

15. Select Add-Ins > <Product Name> > Licensing. From the license Activation prompt, select

Activate a software key license or trial license.

h Datgel CPT Tool - License Activation @
Activation Options
This Datgel productis notlicensed or a licensewas not found on this
computer. Please select from the following:
Use a hardware key license
@ Activate a software key license ortrial license
| Cancel | | Mext

16. Select the option for | want to activate a trial license.

License System
User Guide 8

Datgel
DLS-UG-001 - 1.10- May 2009



[4 Datgel CPT Tool - Activation (2]

Activation Options

@ | want to activate a trial license

| need to activate a license

| have received an activation file by email

| want to deactivate a software key or trial license
and activate a hardware key license

17. Click Next.

Jg Datgel Licensing (Information) @

This trial license was activated on
05/Feb/2009. —

There are 14 days, 30 Add-In Calls Copy to Clipboard
and 200 Table and System Procedure Calls —

remaining.

18. Click Close.

|14 Datgel CPT Tool - Activation ===

Activation is successful

The activation process has been completed successfully.
Thank you for trialling this Datgel product.

Finish

19. Click Finish.

You can begin using the Product within the trial period.

2.4 Extend a Trial License

You can extend a trial license any time before or after the trial license has expired.

Step 1: request the trial license extension file
1. Start gINT application.

License System Datgel
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2. Select Add-Ins > <Product Name> > Licensing.

3. From the <Product Name> — Activation dialog, select | want to extend a trial license

[4 patgel CPT Tool - Activation ==

Activation Options

@ | want to extend a trial license
| need to activate a license
| have received an activation file by email
| want to deactivate my license

| 'want to deactivate a software key or trial license
and activate & hardware key license

Next | [  Eit

4. Click Next.
5. On the following screen, enter relevant data into the various fields.

* denotes a mandatory field. These fields cannot be empty.

|4 Datgel CPT Tool - Activation ==

License and Contact Details

* License Number DC3399 * Serigl Number DCT-5999399
* First Name  Phil * Family Mame Wade
Job Title  Managing Director
* Company Name Datgel Pty Lid
Address  Suite 8, Level 1, The Hub, 83-37 Jones Sreet
= City  Utimo " State  NSW
Post Code 2007 = Country  Australia

“Email phil wade@datgel com

* Phone Number |+61 2 8202 8600 Fax Number <612 8202 8606

e Yarats
£ +ol £ o Uy oblil

| Previous || Send Activation Email

6. Click Send Activation Email.

If you do not have Microsoft Outlook installed on your PC, then see step 7 below, else go to
step 10.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

License System Datgel
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|4 Datgel CPT Tool - Activation ==
The email could not be automatically genersted, please send an
activation reguest email to activate@datgel com.au with the
ActivationRequest.ixt file attached. Click on the button to copy the
attached ActivationReguest tet file to the clipboard, then create the
email and paste the attachment in [(Ctrl+V).

The ActivationReguest.tut file is stored in the following location.
C:AUsers‘colind'\Documents®\Datgel CPT Toal IALAPTOR3 Activation Rec
Copy Attachment File activate@datgel com.au

Exit

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.

10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the activation request is attached to it.

Click Send in the Outlook message to complete the request.

!'/E-g-}j H 9 o &« # [& |+ Datgel CPT Tool Trial Version License Activ... M — = X
- Message Insert Options Format Text Developer (7]
j f | TimesNewRomi-|12 - A" A" ||l @y || 0 B3~ ? - g
et R e S ?
Paste —— Mames Follow Spelling
. T[22 A== =) e & || yp- -
Clipboard M Basic Text F] Include ™ || Options || Proofing
= From...
Send To.. activate@datgel.com.au
Accountv] [ Gee ]
Subject: Datgel CPT Tool Trial Version License Activation Datgel Pty Ltd Sydney
Attached: Datgel CPT Tool PAPPA-LL Trial Version Activation Request.bet (795 B)
£
Y
-
4| m | »

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

11. Click Exit.

License System Datgel
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[4 Datgel CPT Tool - Activation =)

Browse to the activation file received by email

Browse to the activation file received by email

Browse

Previous I I Exit

12. Click Yes to confirm exit.

Datgel CPT Tool - Activation £

Are you sure you wish to quit?

Step 2: load the activation file

1. When you have received the activation file, save it to your PC or a LAN location and remember
its location.

2. Select Add-Ins > <Product Name> > Licensing.

3. Select | have received an activation file by email and click Next.

[4 Datgel CPT Tool - Activation =)

Activation Options

) | want to extend a trial license

! I need to activate a license

@) | have received an activation file by email
_! | 'want to deactivate my license

| want to deactivate a software key or trial license
= and activate a hardware key license

| Next |[ Bdt |

4. Click Browse to Browse to the location where you saved the activation file.

License System Datgel
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[ Datgel CPT Tool - Activation B3

Browse to the activation file received by email

Browse to the activation file received by email

Browse

’ Previous ]’ Exit ]

5. Select the activation file that you received, and click Open.

(249 open
@ﬂ_-, » Computer » SONIQ 2GB (F) * -|¢,H59arm ol
‘ Organize ~
Erra ke MName Date modified Type
E o + | 7| Datgel CPT Tool PAPPA-L1 Activation Reply.lic 5/02/2009 2:12 PM LIC File
- Documents
% Recently Changed | Datgel 16/01/2009 3:19 PM  File Folder
=% Recent Places
B Deskiop
M Computer
B rictures
ﬁ Music
E. Searches
. Public
Folders Ll | n | i
File npame: Datgel CPT Tool PAPPA-LT Activation Reply lic - License files ("lic) i

6. Click Close on the following screen.

4) Datgel CPT Tool - Activation (Information)
This tnal license will expire after 14 days, 30 Close
Add-In Calls or after 200 Table and System =

Procedure Calls. Copy to Clipboard

7. Click Finish.

License System
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|14 Datgel CPT Tool - Activation ===

Activation is successful

The activation process has been completed successfully.
Thank you for trialling this Datgel product.

Finish

2.5 Activate a Hardware Key License after Trialling the Datgel
Product

If you have purchased the Datgel Product, you can activate a Hardware Key License after trialling the
Datgel Product. To activate the Hardware Key License:

1. Select Add-Ins > <Product Name> > Licensing.

2. From the License Activation prompt, select | want to deactivate a software key or trial license
and activate a hardware key license.

(L4 patgel CPT Tool - Activation (=3

Activation Options

| want to extend a trial license

| need to activate a license

| have received an activation file by email
| want to deactivate my license

| 'want to deactivate a software key or trial license
and activate & hardware key license

3. Click Next.

4. From Activation Options dialog, select the option I have an active hardware key and need to
enter or update the license number, serial number [or server name].

License System Datgel
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ﬁ Datgel CPT Tool - Activation Options ==

Activation Options

@ | have an active hardware key and need to enter or update the license number, senial number [or senver name]

Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
or reguest the activation of the single user hardware key attached to this computer

Reguest to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Toal (Version: 1.0),
or activate the network hardware key attached to this computer

Mumber of additional seats reguired: 1

| have received a license file

Cancel | | Mext

5. Click Next.

6. If you have bought a Single User Hardware Key License, then follow steps 5 fo 10 under
section 2.1 Validate a Single User Hardware Key on page 3,

ELSE

If you have bought a Network Hardware Key License, then follow steps 7 to 13 under section
2.2 Validate a Network Hardware Key on page 5.

2.6 Activate a Single User Software Key License

With this process, you need to complete an application form that is sent by email to request an
activation key from Datgel. Do not use this procedure if you have received a Hardware Key License
with your installation CD.

Step 1: request a License Activation file

You need to have the Datgel product license humber and serial number ready before beginning this
process. They are printed on the packaging of your installation CD.

1. Select Add-Ins > <Product Name> > Licensing.

2. From the License Activation prompt, select Activate a software key license or trial license.

ﬁ Datgel CPT Tool - License Activation =]

Activation Options

This Datgel productisnotlicensed or alicensewas notfound on this
computer. Please select from the following:

Use a hardware key license

@ Activate a software key license ortrial license

Cancel | | Mext

3. Click Next.

4. Select | need to activate a license and click Next.

License System Datgel
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[4 Datgel CPT Tool - Activation =)

Activation Options

| want to activate a trial license

@ | need to activate a license

| have received an activation file by email

| want to deactivate a software key or trial license
and activate a hardware key license

| Mext || Exit |

5. Enter the License Number, Serial Number and other relevant information in the Activation

dialog.
Ensure that the email address is entered correctly because this is where the activation key will
be sent to.

|4 Datgel CPT Tool - Activation ==

License and Contact Details

* License Number DC3399 * Serial Number DCT-5999339
* First Name  Phil * Family Mame Wade
Job Title Managing Director
* Company Name Datgel Pty Lid
Address  Suite 8, Level 1, The Hub, 8397 Jones Sreet
= City  Utimo " State  NSW
Post Code 2007 *Country  Australia

*Email phil wade@datgel com

* Phone Number |+61 2 8202 8600 Fax Number <612 8202 8606

g
€.0. +bl £ &2U2 ool

| Previous || Send Activation Email

6. Click Send Activation Email.

If you do not have Microsoft Outlook installed on your PC, then see step 7 below, else go to
step 10.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

License System Datgel
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|4 Datgel CPT Tool - Activation ==
The email could not be automatically genersted, please send an
activation reguest email to activate@datgel com.au with the
ActivationRequest.ixt file attached. Click on the button to copy the
attached ActivationReguest tet file to the clipboard, then create the
email and paste the attachment in [(Ctrl+V).

The ActivationReguest.tut file is stored in the following location.
C:AUsers‘colind'\Documents®\Datgel CPT Toal IALAPTOR3 Activation Rec
Copy Attachment File activate@datgel com.au

Exit

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.

10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the activation request is attached to it.

Click Send in the Outlook message to complete the request.

!'/E-g-}j H 9 o &« # [& |+ Datgel CPT Tool Trial Version License Activ... M — = X
- Message Insert Options Format Text Developer (7]
j f | TimesNewRomi-|12 - A" A" ||l @y || 0 B3~ ? - g
et R e S ?
Paste —— Mames Follow Spelling
. T[22 A== =) e & || yp- -
Clipboard M Basic Text F] Include ™ || Options || Proofing
= From...
Send To.. activate@datgel.com.au
Accountv] [ Gee ]
Subject: Datgel CPT Tool Trial Version License Activation Datgel Pty Ltd Sydney
Attached: Datgel CPT Tool PAPPA-LL Trial Version Activation Request.bet (795 B)
£
Y
-
4| m | »

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

11. Click Exit.
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[4 Datgel CPT Tool - Activation =)

Browse to the activation file received by email

Browse to the activation file received by email

Browse

Previous | | Exit

12. Click Yes to confirm exit.

Datgel CPT Tool - Activation £

Are you sure you wish to quit?

Step 2: load the activation file
1. When you have received the activation file, save it to a location accessible from your PC.
2. Select Add-Ins > <Product Name> > Licensing.

3. Select Activate a software key license or trial license and click Next.

B Datgel CPT Tool - License Activation ==

Activation Options

This Datgel productisnotlicensed or alicensewas not found on this
computer. Please select from the following:

Use a hardware key license

@ Activate a software key license ortrial license

| Cancel || Mext |

4. Select the option I have received an activation file by email and click Next.
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[4 Datgel CPT Tool - Activation

Activation Options
() | want to activate a trial license

() | need to activate a license

@ | have received an activation file by email

=, | want to deactivate a software key or trial license
' and activate a hardware key license

Next Excit

I

5. Click Browse to Browse to the location where you saved the act

[ Datgel CPT Tool - Activation

=

Browse to the activation file received by email

Browse to the activation file received by email

Browse

’ Previous l’ Exit

ivation file.

6. Select the activation file that you received, and click Open.

MName

Favorite Links Date modified

.Open @
f|..-, » Computer » SONIQ 2GE (F) * = |42 || searci =)

‘ Organize ~

Type

i 7| Datgel CPT Tool PAPPA-L1 Activation Reply.lic
K Documents

5/02/2009 2:12 PM

LIC File

5§ Recently Changed

| Datgel 16/01/2009 3:19 P

Recent Places
Desktop
Computer

Pictures

LI L

Music

=

Searches

Public

~

Falders < | LUl |

File name: Datgel CPT Tool PAPPA-LT Activation Reply lic

ST —

M File Folder

r

7. Click Finish.
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|14 Datgel CPT Tool - Activation ===

Activation is successful

The activation process has been completed successfully.
Thank you for purchasing this Datgel product.

Finish

2.7 Deactivate a Single User Software Key License

If you wish to transfer the license to another PC, or you are formatting the PC hard drive you must
deactivate the Software Key License first.

1. Select Add-Ins > <Product Name> > Licensing.

2. Select the option for I want to deactivate the license.

[4 Datgel CPT Tool - Activation =)

Activation Options

@ | want to deactivate my license

| want to deactivate a software key or trial license
and activate a hardware key license

3. Read the following notice, and click Deactivate.
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[4 Datgel CPT Tool - Activation (2]

Deactivation

After deactivating the software license, if you wish to use the

product on the same or another computer you need activate the
product license again.

Previous J I Deactivate

4. Click Yes to confirm.

Datgel CPT Tool - Deactivation £3

9. Are you sure you want to deacivate the license?

If you do not have Microsoft Outlook installed on your PC, then see step 5 below, else go to
step 8.

5. If you do not have Microsoft Outlook installed, you will be prompted to save the deactivation
request file on your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

B Datgel CPT Tool - Deactivation (3]

The email could not be automatically generated, please send a proof
of deactivation email to activate@datgel.com.au with the
Deactivate lic file attached. Click on the button to copy the attached
Deactivate lic file to the clipboard, then create the email and paste the
attachment in (Ctrl+\).

CUserscolind\Documents'\Deactivate lic

Copy Attachment File activate@datgel.com.au

Exit

6. Create a new email and attach the saved file.

7. Send the email to activate@datgel.com.

8. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the activation request is attached to it.

Click Send in the Outlook message to complete the request.
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P | » # [ |= Datgel CPT Tool - Deactivation - Message (HTML) = = X
(s )
B
—j Message Insert Options Format Text Developer L7
"—“"J Times Mew Romi - 12 -~ | A A" | ggﬂ ﬂ%j] 0 - ? B~ y
=1 B S A R ] 9= o
Paste Address Check Follow Spelling
b = == -
o 7 |2~ A-EEFY Book Mames = vp- | & -
Clipboard & Basic Text IF] hames Include || Options 4 || Proofing
— From...
Emi To.- activate@datgel.cormn.au
[ Account - l l Ce... l
Subject: Datgel CPT Tool - Deactivation
Attached: Datgel CPT Tool PAPPA-11 Deactivate 2009-02-05.lic (111 B)
P
h
4] i | »

Your request will be registered in the Datgel database, enabling you to request another

activation file in the future.

2.8

Convert a Software Key License to a Hardware Key License

You can convert your Software Key License to a Hardware Key License.

Note: Only do this if you have already received a Hardware Key from Datgel. This process deactivates your

Software Key License.

Step 1: deactivate the Software Key License

1. Select Add-Ins > <Product Name> > Licensing.

2. From the License Activation prompt, select | want to deactivate a software key or trial license

and activate a hardware key license.

[L4 Datgel CPT Tool - Activation =
Activation Options
(1 | want to deactivate my license
g | want to deactivate a software key or trial license
= and activate a hardware key license
Next | [ Eit
3. Click Next.

4. Click Yes to confirm.
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Datgel CPT Tool - Deactivation

Are you sure you want to deactivate your Software Key or Trial License?
You will be required to send a deactivation file to Datgel.

If you do not have Microsoft Outlook installed on your PC, then see step 5 below, else go to

step 8.

If you do not have Microsoft Outlook installed, you will be prompted to save the deactivation
request file on your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.
55

. Datgel CPT Tool - Deactivation

The email could not be sutomatically generated, please send a proof
of deactivation email to activate@datgel .com.au with the
Deactivate lic file attached. Click on the button to copy the attached
Deactivate lic file to the clipboard, then create the email and paste the
attachment in (Ctrl+V).

CUserscolind\Documents'\Deactivate lic

Copy Attachment File

activate@datgel.com.au

Exit

Create a new email and attach the saved file.

Send the email to activate@datgel.com.

If you have Microsoft Outlook installed on your PC, then a new email is created automatically

and the activation request is attached to it.

Click Send in the Outlook message to complete the request.

; — r (A s Datgel CPT Tool - Deactivation - Message (HTML = = x
) d Y g 9 )
- Message Insert Options Format Text Developer (7]
"—3 Times Mew Romi -~ 12 - | A 47| ggﬂ a[%jj 0 - Y? Ed - %
=2 |||B I W= - i=-||EE 5| 9 ¥
Paste — Address Check Follow Spelling
- T[22 - i‘”g = §'|£/L| Book Mames &~ Up~ x>
Clipboard M Basic Text E] Mames Include || Options @ || Proofing
— From.
Send To.. activate@datael.com.au
’ Account - ] [ e ]
Subject: Datgel CPT Toeol - Deactivation
Attached: Datgel CPT Tool PAPPA-L1 Deactivate 2009-02-05.lic (111 B
4] M | »

Your request will be registered in the Datgel database, enabling you to request an activation

file for your new Hardware Key.
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Step 2: request a new Hardware Key License

1. Select the option Request to add a <Product Name> (Version X.X) license to the single user
hardware key attached to this computer, or request the activation of the single user hardware
key attached to this computer and click Next.

h Datgel CPT Tool - Activation Options @
Activation Options
) | have an active hardware key and need to enter or update the license number, serial number [or server name]
3 Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
= or request the activation of the single user hardware key attached to this computer
Request to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Tool (Mersion: 1.0),
~ or activate the network hardware key attached to this computer
MNumber of additional seats required: 1
) | have received a license file
Cancel ] ’ Next
2. Enter the relevant information in the Contact Details tab.
{4 Datgel CPT Tool (==
Contact Details
* First Name [ * Family Name Wade
Job Title  Managing Director
* Company Name Datgel Pty Ltd
Address  Suite 8, Level 1, The Hub, 89 - 57 Jones Street
*City  Utimo State or Province  NSW
Post Code 2007 *Country Australia -
* Email phil wade@datgel.com
* Phone Number  +61 2 8202 2600 Fax Mumber +61 2 8202 8606
e.g. +61 2 8202 8600
* Required
’ Cancel ] ’ Mext ]
3. Click Next.
If you do not have Microsoft Outlook installed on your PC, then see step 4 below, else go to

step 7.

4. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.
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[ License Update Confirm = &=

The email could not be automatically generated, please send a

confirmation email to activate@datgel.com with the "confirmation zip® file
attached.

Click on the button to copy the "confirmation zip’® file to the clipboard, then
create the email and paste the attachment in (Ctrl+V).
The "confirmation zip® file iz stored in the following location.

C\Usersistanley.choidatgelDesktop\DHID. 1.0LT. 2009.04.30.17.03.UPT\DHID. =~
1.0LT.2009.04.30.17.09.UPT.ZIP

| Copy Attachment Fie | ‘adiivate@datgel.com

5. Create a new email and attach the saved file.

6. Send the email to activate@datgel.com.

7. If you have Microsoft Outlook installed on your PC, then a new email is created automatically

and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.

"/E;“:;\" H . = Hardware License Request - Datgel Administrator Tools Version: ... k. = = x
(0= )
Message Insert Options Format Text 'Q)
== X || calibri -1z - || ggﬁ ga 0 =- v = -
= 3 |||BFoO|i= - = || = v 0 1
Paste — Address Check Follow Spelling
- 7 ||[2 - ﬁ'“g = §'|£31|| Book MNames 2% Up~ -
Clipboard ™ Basic Text P Mames Include Options T || Proofing
activate @datgel.com
Send
Subject: Hardware License Request - Datgel Administrator Tools [Version: 1.1,15.0)
Ca
Hardware License Request: Additional Product License for Single User Key -
Vendor HID: 11587999
Contact Details
First Name: Stanley
Family Name: CHOI
lob Title: Development Team Leader
Company Name: Datgel 3
Street: Suite 8, Level 1, The Hub, 89 - 97 Jones Street
City: Ultimo
State: NSW
Postcode: 2007
Country: Australia
Email: s.choi@datgel.com.au
Phone No: +61 2 8202 8600 L
Fax No: +61 2 8202 8606 1
Ly »

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

8. Click Close to confirm the licence request email has been sent successfully.

License System Datgel
User Guide 25 DLS-UG-001 - 1.10- May 2009


mailto:activate@datgel.com

.1 Datgel CPT Toel (Information) = B3

Please ensure the license request email is sent e
successfully A
Copy to Clipboard

= Display More

Step 3: activate a new Hardware Key License

1. You should have received an email with a URL address for an activation file. The activation file
will be in the format of a ZIP file. Download the file to your local directory. DO NOT UNZIP
THE FILE. If this file is password protected, then Datgel will advise you of the password in the
email.

2. Select Add-Ins > <Product Name>> Licensing.

3. Select option | have received a license file by email, and click Next.

h Datgel CPT Tool - Activation Options (3]

Activation Options

| have an active hardware key and need to enter or update the license number, senial number [or server name]

Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
or reguest the activation of the single user hardware key attached to this computer

Reguest to add additional seatis) to the network hardware key attched to this computer for Datgel CPT Tool (Wersion: 1.0),
or activate the network hardware key attached to this computer

MNumber of additional seats required:

@ | have received a license file

Cancel | | Mext

4. Click Browse to find the activation ZIP file, and click Open.
Blmport License File =18 ="

Browse to the license update file received by email

Browse to the license update file received by email

Erowse

Password:

| Cancel | | Import |

5. Optional: if your activation email included a password, enter it in the Password field.
6. Click Import on the Import License dialog. The process takes a few seconds.

If you do not have Microsoft Outlook installed on your PC, then see step 7 below, else go to
step 10.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.
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Click Copy Attachment File to copy the file to your clipboard.

H License Update Confirm ===

The email could not be automatically generated, please send a

confirmation email to activate@datgel.com with the ‘confirmation zip* file
attached.

Click on the button to copy the "confirmation zip® file to the clipboard, then
create the email and paste the attachmentin (Cirl+V).
The "confirmation zip' file is stored in the following location.

CAUsers\stanley.choidatgeNDesktop\DHID. 1.0LT.2009.04.30.17.09.UPT\DHID. =~
1.0LT.2009.04.30.17.09.UPT ZIP

| Copy Attachment Fie | ‘aciivate@datgel.com

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.

10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically

and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.

t;ﬁ\ H ) - 5 License Update Confirmation: DHL.. M = x

—-/ Message Insert Options Format Text Developer Adobe PDF 'L?)

0 o
rEY M4

3 | |[eEe|al b
Paste Options | Spellin
7 ||[2 Enl L e
Clipboa... ™ Basic Text Include ™ Proofing

activate @datgel,com |

Subject: License Update Confirmation: DHID.28.2009.04.04.23,20.UPT

Attached: | ¥ DHID.28.2009.04.04.23.20.UPTZIF (251 Bl

License update file, DHID.28.2009.04.04.23.20.UPT, is imported
successfully at 2009-04-04 23:30

O &1

11. Click Close to confirm the licence request email has been sent successfully.

12. You may now delete the temporary folder that was created on your desktop.

1) Datgel Message Box (Information) [ o [z
Please ensure the license update confirm email is sent =
successfully
You can delete "DHID.28.2009.04.04.23.20 UPT" folder

under your desktop after the email is sent

-~ [[] Display Mare

13. Click Close.
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4,‘ Datgel CPT Tool Informaticon)

Updated license information is saved successfully

=

F=R|EoR(=53

Copy to Clipboard

[7] Extended Information

14. The product license has now been activated on your Hardware Key.
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3 License Administration

Any company that purchases Datgel products can manage licenses on an individual PC in two ways:

o From within gINT as described in the preceding sections of this manual.

e Using the Datgel License Administrator. This is automatically installed when you install a
Datgel product. When you are managing Add-In licenses, Datgel License Administrator allows
you to do this without opening gINT.

You can also install the Datgel Network License Server, which allows you host the network license, and
also monitor and configure network license usage.

3.1 Validate licenses

1. Select Start > All Programs > Datgel > Datgel License Administrator.

B Datgel License Administrator @

Tools

w DGthl DATA SOLUTIONS

Geotechnics « Geoenvironment » Laboratory

Product Name ‘Version License Type

[ 4 Datgel CPT Tool 1.0 HARDVWARE_KEY_BASED

Datgel CPT Tool

Description ot el CPT Tool

Wersion 10

License Type |HARDWARE_KEY_BASED | [ configure |

The list shows licenses currently available on your PC.
2. Attach the Hardware Key to your PC.

3. To validate a license, select it in the list and click Configure.

4. Select the option for | have an active hardware key and need to enter or update the license
number, serial number [or server namel].
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h Datgel CPT Tool - Activation Options

Activation Options

MNumber of additional seats required: 1

() | have received a license file

@ | have an active hardware key and need to enter or update the license number, serial number [or server name]

=, Request to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
~ or reguest the activation of the single user hardware key attached to this computer

~, Request to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Tool (Versien: 1.0),
= or activate the network hardware key attached to this computer

Cancel ] [ et

5. Click Next.

|4 Datgel CPT Tool

License Details | Contact Details

|

Single User Hardware Key

* License Number
* Serial Mumber |DCT - -

MNetwork: Hardware Key

* Server Name  Datgel AppSvrll

" License Number DC1002

* Serial Number (DCT - 60924 - 60273

Validate Single User Hardware Key

Validate Metwork Hardware Key

2

Sequence  Server License Mo Serial No
(¥]] 1 DGSYDWS01  DBOO0T
DatgelfppSvrll  DC1002

Currently Used

DCT-18266-24291 Yes
DCT-60924-60273 Mo

| Cancel | | Save

6. Make any changes to the license and contact details as required.

7. Click Save.

i) Datgel CPT Tool (Information)

Updated license information is saved successfully

-

(= &=
Copy to Clipboard

|| Extended Information

8. Click Close.

3.2

You can add additional license seats to your network license.

Add Additional License Seats to your Network License
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Step 1: send a request for additional license seats

1. Select Start > All Programs > Datgel > Datgel License Administrator.

h Datgel License Administrator =

Tools

m DGthl DATA SOLUTIONS

Gectechnics « beoenvironment « Laboratory

3

Datgel CPT Tool 1.0

Product Name Verzion License Type

HARDVWARE_KEY_BASED

Datgel CPT Tool
Description

Version

License Type [ HARDWARE_KEY _BASED

Datgel CPT Tool -

1.0

vl [ LConfigure ]

2. Select HARDWARE_KEY_ BASED as the license type and then click Configure.

3. Select the option Request to add additional seat(s) to the network hardware key attached to
this computer for <Product Name> (Version: X.X) and enter a number in the Number of
additional seats required: text field.

k Datgel CPT Tool - Activation Options [=3s]
Activation Options
“) | have an active hardware key and need to enter or update the license number, serial number [or server name]
- Request to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
=" or reguest the activation of the single user hardware key attached to this computer
= Reguest to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Tool (Version: 1.0),
= or activate the network hardware key attached to this computer
MNumber of additional seats required: 1
() | have received a license file
Cancel l l Mext
4. Click Next.
5. Enter the relevant information in the Contact Details tab.
License System Datgel

User Guide

31

DLS-UG-001 - 1.10- May 2009



[14 Datgel CPT Toal (=5

License Details | Contact Details

* First Mame |[Zi] * Family Name Wade

Job Title Managing Director
* Company Mame Datgel Pty Ltd
Address Sutte 8, Level 1, The Hub, 89 - 57 Jones Street
*City  Uktimo State or Province  NSW
Post Code 2007 *Country Australia -
“ Email phil wade@datgel.com

* Phone Number +61 2 8202 8600 Fax Number +61 2 8202 8606

eg. +61 2 3202 8600

g. BR0D

* Required
[ Cancel l [ Mext l
6. Click Next.
If you do not have Microsoft Outlook installed on your PC, then see step 4 below, else go to

step 7.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

B License Update Confirm = @

The email could not be automatically generated, please send a
confirmation email to activate@datgel.com with the "confirmation zip® file
attached.

Click an the button to copy the "confirmation zip® file to the clipboard, then
create the email and paste the attachment in (Ctri+V).

The ‘confirmation zip' file is stored in the following location.

C\Users'stanley.choidatgehDesktop\DHID. 1.DLT 2009.04.30.17.09.UPT\DHID. -
1.0LT.2009.04.30.17.09.UPT.ZIP

’ Copy Attachment File ] ‘activate@datgel com'

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.

10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.
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-'/EE:;\"', H 2 = Hardware License Request - Datgel Administrator Tools Version: ... k. = = x
. Message Insert Options Format Text 'Q)
= 4| calibri 112 || A A7 ﬂ g‘gﬁ] 0 &= v L - y
j—J |B I U=~ i=-||= 5 v U ) !

g A D) | e | e |

Clipboard ™ Basic Text P Mames Include Options T || Proofing

activate @datgel.com
Send
Subject: Hardware License Request - Datgel Administrator Tools [Version: 1.1,15.0)
Ca

Hardware License Request: Additional Product License for Single User Key -
Vendor HID: 11587999

Contact Details

First Name: Stanley

Family Name: CHOI

lob Title: Development Team Leader

Company Name: Datgel 3
Street: Suite 8, Level 1, The Hub, 89 - 97 Jones Street

City: Ultimo

State: NSW

Postcode: 2007

Country: Australia

Email: s.choi@datgel.com.au

Phone No: +61 2 8202 8600 L
Fax No: +61 2 8202 8606 1
Ly »

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

11. Click Close to confirm the licence request email has been sent successfully.

L) Datgel CPT Tool (Information) [ = [ [E]

Please ensure the license request email is sent e Close
successfully

Copy to Clipboard

=[] Display Mare

Step 2: update the Hardware Key

1. You should have received an email with a URL address for an activation file. The activation file
will be in the format of a ZIP file. Download the file to your local directory. DO NOT UNZIP

THE FILE. If this file is password protected, then Datgel will advise you of the password in the
email.

2. Select Add-Ins > <Product Name>> Licensing.

3. Select option I have received a license file by email, and click Next.
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B Datgel CPT Tool - Activation Options ==

Activation Options

| have an active hardware key and need to enter or update the license number, senial number [or server name]

Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
or reguest the activation of the single user hardware key attached to this computer

Reguest to add additional seatis) to the network hardware key attched to this computer for Datgel CPT Tool (Wersion: 1.0),
or activate the network hardware key attached to this computer

MNumber of additional seats required:

@ | have received a license file

Cancel | | Mext

4. Click Browse to find the activation ZIP file, and click Open.

Hlmport License File =18 ="

Browse to the license update file received by email

Browse to the license update file received by email

Erowse

Password:

| Cancel | | Import |

5. Optional: if your activation email included a password, enter it in the Password field.
6. Click Import on the Import License dialog. The process takes a few seconds.

If you do not have Microsoft Outlook installed on your PC, then see step 7 below, else go to
step 10.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

B License Update Confirm = @

The email could not be automatically generated, please send a
confirmation email to activate@datgel.com with the "confirmation zip® file
attached.

Click an the button to copy the "confirmation zip® file to the clipboard, then
create the email and paste the attachment in (Ctrl+V).

The "confirmation zip' file is stored in the following location.

C:\Users‘stanley.choi.datgelDesktop\DHID. 1.DLT 2009.04.30.17.0%. UPTNDHID.
1.0LT.2009.04.30.17.09.UPT .ZIP

| Copy Attachment Fie | ‘activate@datqel.com

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.
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10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.

l_-.; N 0 s License Update Confirmation: DHL. M - = X

a1

il )/
—/ Message Insert Options Format Text Developer Adobe PFDF @)
Ny R = 1@9
— | Mames | |Options | Spelling
=|[«) . P = =

Clipboa... ™= Basic Text Include ™= Proofing

T activate @datgel,com |

Subject: License Update Confirmation: DHID,.28.2009.04.04,23. 20, UPT

Attached: EDHID.23.2009.04.04.23.20.UPT.;:[P {251 B}

&
License update file, DHID.28.2009.04.04.23.20.UPT, is imported -
successfully at 2009-04-04 23:30 O
-

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

11. Click Close to confirm the licence request email has been sent successfully.

12. You may now delete the temporary folder that was created on your desktop.

1) Datgel Message Box (Information) = |[E [z

Please ensure the license update confirm email is sent -

successfully

You can delete "DHID.28.2009.04.04.23.20. UPT" folder Copy to Clipboard

under your desktop after the email is sent

- [[] Display More

13. Click Close.

.1 Datgel CPT Tool (Information) o =[]

Updated license information is saved successfully >
Copy to Clipboard

=[] Extended Information

14. The number of license seats on your Hardware Key has now been updated.

3.3 Add product licences to a Single User Hardware Key

If you have purchased licenses for another Datgel Products, use this procedure to consolidate those
licenses onto one Single User Hardware Key.

The Single User Hardware Key must be attached to the PC on which you will be performing these
procedures. Only one Hardware Key can be updated with these steps at one time.
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Step 1: install the new Product
Refer to the guide supplied with the Product.

Step 2: send a request for an activation file

1. Select Start > All Programs > Datgel > Datgel License Administrator.

2. From the Product Name pane, select the new product (Datgel Security Tool shown in the

example below)

3. From the License Type list, select HARDWARE_KEY_BASED.

H Datgel License Administrator

Tools

X3

w Datgel DATA SOLUTIONS

Gectechnics « Geoenvironment « Laboratory

Product Name Version License Type
3 Datgel CPT Tool 10
Datgel Cutput Toal 11

HARDWARE_KEY_BASED

Datgel CPT Tool
Description el CPT Tool

Version 10

License Type |HARDWARE_KEY_BASED v | | Configure

4. Click Configure.

5. Select the option Request to add a <Product Name> (Version X.X) license to the single user
hardware key attached to this computer, or request the activation of the single user hardware

key attached to this computer .

H Datgel CPT Tool - Activation Options

Activation Options

= or activate the network hardware key attached to this computer

MNumber of additional seats required: 1

) | have received = license file

) | have an active hardware key and need to enter or update the license number, senal number [or server name]

Request to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
ar reguest the activation of the single user hardware key attached to this computer

Reguest to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Tool (Version: 1.0),

X5

Cancel l l Next

6. Click Next.

7. Enter the relevant information in the Contact Details tab.
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(4 Datgel CPT Tool )
Contact Details

* First Mame [ * Family Mame Wade

Job Title Managing Director
* Company Name Datgel Pty Ltd
Address Suite 8, Level 1, The Hub, 89 - 57 Jones Street
= City  Uktimo State or Province  NSW
Post Code 2007 *Country Afustralia -
“Email phil wade@datgel com

* Phone Number  +61 2 8202 8600 Fax Number +61 2 8202 8606

eg. +61 2 8202 3600

Q. 8600

* Required
[ Cancel l [ Mext ]
8. Click Next.
If you do not have Microsoft Outlook installed on your PC, then see step 4 below, else go to

step 7.

9. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

B License Update Confirm = @

The email could not be automatically generated, please send a
confirmation email to activate@datgel.com with the "confirmation zip® file
attached.

Click on the button to copy the "confirmation zip® file to the clipboard, then
create the email and paste the attachment in (Ctrl+V).

The "confirmation zip' file is stored in the following location.

CUsersistanley.choidatgelDesktop\DHID. 1.DLT.2009.04.30.17.03. UPT\DHID. -
1.0LT.2009.04.30.17.09. UPT .ZIP

| Copy Attachment Fie | ‘adiivate@datgel.com

10. Create a new email and attach the saved file.

11. Send the email to activate@datgel.com.

12. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.
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"/E%\"' H > 5 Hardware License Request - Datgel Administrator Tools Version: ... M. = =

©

—-/ Message Insert Options Format Text

= X ||| calibri -2 -liA AT e -&“{-;_.-J I == v B ~ ﬁ:?,
g 3 |||B I U|i= - i=-||E & M v 0 [ !
aste

P — = Address Check Follow Spelling
E:] ===

A= ﬁ"':— = =||2)| Book Mames =3 Up~ -

Clipboard ™ Basic Text P Mames Include Options T || Proofing

To activate @datgel.com

L

II

s5end
Subject: Hardware License Request - Datgel Administrator Tools (Version: 1.1.15.0)

| » [0

Hardware License Request: Additional Product License for Single User Key
Vendor HID: 11587999

Contact Details

First Name: Stanley

Family Name: CHOI

lob Title: Development Team Leader

Company Name: Datgel

Street: Suite 8, Level 1, The Hub, 89 - 97 Jones Street
City: Ultimo

State: NSW

Postcode: 2007

Country: Australia

Email: s.choi@datgel.com.au

Phone No: +61 2 8202 8600 L
Fax No: +61 2 8202 8606

ym| »

Datgel will process your request and send you a reply with an activation file, generally on the
same day if the request is received on a business day during business hours. Otherwise Datgel
will send you a reply on the next business day.

13. Click Close to confirm the licence request email has been sent successfully.

1) Datgel CPT Tool (Infermaticn) = |[-E ]

Please ensure the license request email is sent - Close
successfully

Copy to Clipboard

-~ [] Display Mare

Step 3: update the Hardware Key

1. You should have received an email with a URL address for an activation file. The activation file
will be in the format of a ZIP file. Download the file to your local directory. DO NOT UNZIP
THE FILE. If this file is password protected, then Datgel will advise you of the password in the
email.

2. Select Add-Ins > <Product Name>> Licensing.

3. Select option / have received a license file by email, and click Next.
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B Datgel CPT Tool - Activation Options ==

Activation Options

| have an active hardware key and need to enter or update the license number, senial number [or server name]

Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
or reguest the activation of the single user hardware key attached to this computer

Reguest to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Toal (Version: 1.0),
or activate the network hardware key attached to this computer

Mumber of additional seats reguired:

@ | have received a license file

Cancel | | Mext

4. Click Browse to find the activation ZIP file, and click Open.

Hlmport License File =18

Browse to the license update file received by email

Browse to the license update file received by email

Erowse

Password:

| Cancel | | Import |

5. Optional: if your activation email included a password, enter it in the Password field.
6. Click Import on the Import License dialog. The process takes a few seconds.

If you do not have Microsoft Outlook installed on your PC, then see step 7 below, else go to
step 10.

7. If you do not have Microsoft Outlook installed, you will be prompted to save the request file on
your PC. Take note of the file path in case you need to find the file later.

Click Copy Attachment File to copy the file to your clipboard.

B License Update Confirm = @I

The email could not be automatically generated, please send a
confirmation email to activate@datgel.com with the "confirmation zip® file
attached.

Click on the button to copy the "confirmation zip® file to the clipboard, then
create the email and paste the attachment in (Ctrl+V).

The "confirmation zip' file is stored in the following location.

CUsers‘stanley.choidatgelDesktop\DHID. 1.DLT . 2009.04.30.17.03. UPT\DHID.
1.0LT.2009.04.30.17.09.UPT .ZIP

| Copy Attachment Fie | ‘aciivate@datgel.com

8. Create a new email and attach the saved file.

9. Send the email to activate@datgel.com.
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10. If you have Microsoft Outlook installed on your PC, then a new email is created automatically
and the Hardware License request is inserted into it. Please write a description of your license
request in the email.

Click Send in the Outlook message to complete the request.

-"’l._ﬁ:'.l\, = s License Update Confirmation: DHL. M - = X

i
—/ Message Insert Options Format Text Developer Adobe PDF @)

0 i

[Biiu]li= 7 | _
3 =y Y == Es" OpEl'ons Spellmg
Clipboa... ™ Basic Text Include ™= Proofing
T activate @datgel,com |
=1
L8
=

Subject: License Update Confirmation: DHID.25.2009.04.04,23. 20, UPT

Aftached: EDHID.28.2009.04.04.23.20.UPT.Z[P {251 B}

i
License update file, DHID.28.2009.04.04.23.20.UPT, is imported -
successfully at 2009-04-04 23:30 =
b

11. Click Close to confirm the licence request email has been sent successfully.

12. You may now delete the temporary folder that was created on your desktop.

L) Datgel Message Box (Information) = |5 [ES]

Please ensure the license update confirm email is sent =«

successfully

You can delete "DHID.28.2009.04.04.23.20.UPT" folder Copy to Clipboard

under your desktop after the email is sent

-~ [] Display Mare

13. Click Close.

1) Datgel CPT Tool (Information) o |5 [E3e

Updated license information is saved successfully -
Copy to Clipboard

=[] Extended Information

14. The product license has now been activated on your Hardware Key.

3.4 Multiple Licenses

Each user can add multiple licenses for a given Datgel Product, with licenses sourced from different
servers. This is useful where there is a preferred order of sourcing licenses, such as your local server,
then your regional server, then a different regional server.

The order that licenses are listed in Datgel License Administrator is the order that they are tested to
when it tries to acquire a license. However, this only affects the priority of selecting a Network Hardware
Key — other types of key are always selected before a Network Hardware.

Use any of the procedures described in this guide to add new licenses.
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3.41 Priority of license acquisition

If you have access to more than one license type for a particular product, Datgel License System

chooses a license in the following priority:

1. Single User Software Key
2. Single User Hardware key

3. Network Hardware Key (starting at the top of the list)

3.4.2 Network Hardware Key License sequence

1. Select Start > All Programs > Datgel > Datgel Licence Administrator.

B Datgel License Administrator

Tools

X3

w Datgel DATA SOLUTIONS

Gectechnics « Gecenvironment « Laberatory

Product Name Version License Type
» Datgel CPT Tool 1.0
Diatgel Cutput Toal 11

HARDWARE_KEY_BASED

Datgel CPT Tool
Description 1406l CPT Tool

Version 10

License Type [HARDWARE_KEY BASED v | [ Configure |

2. Select HARDWARE KEY BASED as the license type and then click Configure.

3. Alternatively, open gINT and navigate to INPUT | Add-Ins > <Product Name> > Licensing.

4. Select the option for | have an active hardware key and need to enter or update the license

number, serial number [or server name].

B Datgel CPT Tool - Activation Options

Activation Options

=" or activate the network hardware key attached to this computer

Mumber of additional seats required: 1

I | have received a license file

@ | have an active hardware key and need to enter or update the license number, serial number [or server name]

Reguest to add a Datgel CPT Tool (Version: 1.0) license to the single user hardware key attached to this computer,
=" or request the activation of the single user hardware key attached to this computer

Request to add additional seat(s) to the network hardware key attched to this computer for Datgel CPT Toal (Version: 1.0),

==

Cancel ‘ I Mext
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5. The dialog shows two licences with their sequence numbers under the Network Hardware Key
section.

[0 Datgel CPT Toal (==l

License Details | Contact Details

Single User Hardware Key

* License Number

* Serial Mumber \DCT | - - Validate Single User Hardware Key

MNetwork Hardware Key
* Server Name  DatgelAppSvr(1

" License Number DC1002
* Serial Mumber |DCT | - 60324 - B0Z73 Validate MNetwork Hardware Key

Sequence  Server License Mo Serial No Cumrently Used

E 1 DGSYDWS01 DEO0O1 DCT-18266-24281 Yes
2 DatgelfppSvrll1  DC1002 DCT-60924-60273 No

(oo ] (oo )

To move the second license (highlighted blue) to sequence 1, select the particular license and
move it up (or down) the list as required.

6. Click Save.

7. Click Close on the next dialog.

L) Datgel CPT Tool (Information) = ||

Updated license information is saved successfully -
Copy to Clipboard

=[] Extended Information

Note: Position of DatgelAppSvr01 DC1002 has now moved to sequence 1.

Datgel
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i Datgel CPT Tool E
License Details | Contact Details

Single User Hardware Key

* License Number

* Serial Number |DCT | - - Validate Single User Hardware Key

MNetwork Hardware Key
* Server Name  Datgel AppSvrll

" License Number DC1002
= Serial Number |DCT | - 60324 - 60273 Validate Network Hardware Key

Sequence  Server License Mo Seral Mo Curmrertly Used
E] DatgelAppSvrl1  DC1002 DCT-60924-60273  Ne
2 DESYDWSO1 DEODO DCT-18266-24291  Yes

Datgel
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4 Datgel Network License Server

The Datgel Network License Server is a license management and monitoring system that integrates
with the Network Keys used for Datgel products. The server must be installed to make use of these
keys. Without the server, you can only use the keys as Single User Licenses.

The Datgel Network License Server is installed using an installation package that guides you through
the process.

4.1 Installation

Step 1: install the program

1. If you have received an installation CD, insert the CD and browse to the Datgel Network
License Server directory, and run Setup.exe

Follow the on screen instructions when installation begins:

j’_{‘;’ Datgel Network Key License Server |E|i|é]

Welcome to the Datgel Network Key License
Server Setup Wizard

The inztaller will guide you through the steps required to install D atgel Metwork. Key License Server
O pour computer.

WARMIMG: This computer program iz protected by copyright law and intermational treaties.,
Unauthorized duplication or distribution of this program, or any partion of it, may result in severe civil
or criminal penalties, and will be prosecuted ta the maximum extent possible under the law,

Cancel < Back

ke

2. Click Next.

3. On the next screen, either accept the default folder (recommended) or select Browse to
specify the folder where you want to install Datgel Network Key License Server.

Leave Everyone bulleted to indicate that anyone logged onto the PC can use the Datgel
Network Key License Server.

Click Next when ready.
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ﬁ Datgel Network KE')‘ License Server - e i == BT

v '-’J' -‘:l',l' fi‘h

The inztaller will install D atgel Metwork, K.ep License Server ta the fallowing falder.

Tainstall in thiz folder, click "Next". Taoinstall bo a different folder, enter it belaw or click "Browse".

Folder:

C:“Program Files\D atgel'D atgel Network Key License Server, Browse. ..

Install Datgel Network Key License Server for yourself, or for anyone who uses this computer:

) Just me

[ Cancel l ’ < Back l | Mext » |

Optional: Click on Disk Cost to view the disk space statistics. Click OK when done.

ﬁ Datgel Network Key License Server Disk Space l H

The list below includes the drives vou can install Datgel Mebwark, Kep License Server ta, along with
each drive's available and required dizk space.

Waolume Dizk Size Available Fiequire
=c 102GE 39GE 5317k
=D 7935MB 116EMB 0K
=E: 1588ME 1325MEB 0K

‘ 1 |

4. Click Next to confirm and start installation.

= D@-g

ﬁ Datgel Network Key License Server

5 'J'; f.r,r !:‘h

The installer is ready toinstall D atgel Metwork, Key License Server on your computer.

Click "Mext" bo start the installation,

[ Cancel ] [ < Back ] [ Mext » i

Observe the progress bar to monitor installation progress

Datgel
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5.

6.

j’_{‘ﬁ Datgel Metwork Key License Server ]

Installing Datgel Network Key License
Server

[

Datgel Metwark, Key License Server iz being installed.

Please wait...

Caticel

Read the information regarding Windows Firewall, then click Next.

< Back Mest >

ke

(S | S

j&‘ﬂ Datgel Network Key License Server =

Datgel Network Key License Server Information

Important Configuration After successful installation -

If "Windows Firewall” or any other firewall is enabled, "Datgel Network Key
License Server” cannot process any request relating to product licensing
simply because all of requests are blocked by the firewall.

m

This installation will start “Network Unikey Server Console” at the end and
operating system will prompt to ask to accept ihcoming network connections
by adding exception if a firewall application such as “Windows Firewall” is
running. YWhen this dialog box comes up it should be accepted to make
license server work correctly.

However if it is not accepted at the end of this installation or does not have
anw dialnn hny euen if thare is a firewall annlicatinn rinnina then this

L

Note: The full text of the note regarding Firewall applications is as follows:

< Back

Important Consideration for Firewall Configuration

If a Windows Firewall or any other firewall is enabled, Datgel Network Key
License Server cannot process any request relating to product licensing because
all requests will be blocked by the firewall.

After successful installation, Network UniKey Server Console starts running. The
operating system prompts to accept incoming network connections by adding
exception if a firewall application running. Accept this dialog box to make
license server work correctly.

However if the operating system request is not accepted at the end of this
installation, or does not have any dialog box even if there is a firewall
application running, then manually configure the firewall after installation.

To manually configure the firewall, see section 4.3 - Setting the Firewall
Configuration in the Datgel Product Licensing System User Guide.

Click Close to complete installation when the Installation Complete dialog is displayed.
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15 Datgel Network Key License Server =HECIHL X

Installation Complete

ﬂ.

"™ f 7 A A
D atgel Metwark Kep Licenze Server has been successfully installed.

Click "Clage" to exit.

Fleasze use Windows Update to check for arw critical updates to the .MET Framewark.

he

7. The Network UniKey Server Console starts automatically, with the default set as Do not Auto
Start as shown on displayed dialog. Make any required changes and click Apply.

#% Network UniKey Server Console

2 "~ Bec ; Refresh
Monitar Register as a System Service

Unikey @ " Auto Start while Login
- IP List {* Do not Aubo Skart

“ Black. List | Shop | Exit ‘
White List Setting
IP Address ; 192 . 165 . 83 . 43
Port : SRE0

Tirne Quk 5 {seconds)

Note: Do not change the port settings unless you are certain that it is necessary on your server.

If the port number is changed, ensure that the corresponding change is made on each PC that
needs to access the server.

The port number on client PCs is stored in a configuration file called Datgel.LicNetProvider.ini.
The file can be found under %CommonProgramFiles%\Datgel on all computers where Datgel
products are installed.

On the Network UniKey Server Console screen:

e On the Network tab, always choose Register as a System Service. Start / Stop controls the
running of the Network UniKey Server Console.

¢ On the Monitor tab, you see the connection details for all the clients connected to the
Network UniKey Server Console.
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& Network UniKey Server CDHS‘OTE ﬁ
.
P |name  |m  |uni..|a
Unikey
= IP List
i~ Black List
- White List
< 1 | r
Refresh | Kl

e The UniKey tab displays all the attached license hardware.
& Network UniKey Server Console ﬁ

- Network UniKey (Hardware ID) I
Manitor

Unikey
=-1P List
- Black List
e White List

e The IP List tab enables the user the control which PCs can connect/disconnect to the
Console using the Black List and White List.

"
& Network UniKey Server Console ﬁ
- Network
; ) or Please select IPs listed on the Left Panel.
M".”'to" ‘Black List' is the list of IPs which can not login.
Unikey "White List' is the list of IPs which can login.
=B IP List
-~ Black List
“White List
r
& Metwork UniKey Server Conscle ﬂ
¢~ Network I™ Enable Black List. Refresh |
- Monitor IP Begin | 1P End
Unikey
=1 IP List
Black List
White List
' 1 | »
Delete |
Append IP Range
From: I , ] ]
" e
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& Network UniKey Server Console l&]

[~ Enable White List. Refresh
1P Begin | 1 End

- Black List
B W hite List

4 | 1l 3

Delete
Append IP Range £
From: | ] , ]
o [

Step 2: start the service
1. Start the management Console:
On Windows XP or Windows 2003:
Start Menu > Settings > Control Panel > Administrative Tools > Computer Management.
On Windows Vista:
Select Start and right-click Computer, then select Manage.

2. Expand the group for Services and Applications.

—
A~ Computer Managemen

File Action View Help
| #[E =]
& Computer Management {Local | Name Type Description Actions
4 ff} System Tools

+ (D) Task Scheduler

- (& Event Viewer

> 4] Shared Folders

» & Local Users and Groups

» @ Reliability and Performg

% Device Manager

£ Services Starts, stops, and config... Services and Applications -
& WMI Contral Extension Snap-in Configures and controls... More Actions R
_15QL Server Configurat... SQL Server Configuratio...  5QL Server Configuratio...

&3 Storage
(= Disk Management
o T Services and Applications

3. Select the item for Services.

4. Scroll through the list to find NetUniKey Service.

A Computer Management (===
File Action View Help

e HEECHE » unw»

& Computer Management (Locall || yame Description  Status Startup Type  Log On As  * || Actions
4 [} systemTools

£, Met Driver HPZ12 Started Automatic Local Service Semvices -
» (1) Task Scheduler 'y _
» ] Event Viewer L4 Met.Msmq Listener Adapter Receives act... Disabled Netwaork S... More .k
C. Met.Pipe Listener Adapter Receives act... Disabled Local Service

» 4| Shared Folders

+ B/ Local Users and Groups || '~ Net.Tep Listener Adapter Receives act.. Disabled Local Service || MetUniKey 5. «
» @ Reliability and Performal|| '~ NetTep Port Sharing Service Provides abi... Manual Local Service More ..
% Device Manager £ Netlogon Maintains a... Started  Automatic Local System‘gl
4 £ storage netunikey Semvice_____________________Started _Automatic__Loaal 5ystenfe
i=7 Disk Management (i Network Access Protection Agent Enables Net... Manual Network S...
4 ::-(J Services and Applications 4 Network Connections Manages 0.  Started Manual Local System
» W) Internet Information Ser £ Metwork List Service Identifies th.., Started  Automatic Local Service
L. Semvices £ Metwaork Location Awareness Collects and... Started Automatic Netwark S...
W Control (i, Metwork Store Interface Service This service .. Started  Automatic Local Service

i SQL Server Canfiguratio|| 7% office Source Engine Saves install... Manual Local System
* & Message Queuing L. Offline Files The Offline .. Started Automatic Local System
> B Indexing Semvice 7
» B3 Internet Information Ser|| = OracdeMTSRecoveryService Started Automatic Local System
1 £, Peer Name Resolution Protocol Enables Ser... Manual Local Service
< m ] »
d u " | Extended ), Standard

If the service does not have a status of Started, right click it and select Start.

You will need to configure the firewall — refer to Setting the Firewall Configuration on page 50.
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4.2 Uninstall

1. Stop the NetUniKey Service (refer to the procedure Step 2: start the service on page 49, but
select Stop.).

2. Uninstall using the normal procedure for your version of Window.

For Windows XP or Windows 2003:

Select Start > Settings > Control Panel > Add or Remove Programs.
For Windows Vista”

Select Start > Settings > Control Panel > Programs and Features.

— select Datgel Network Key License Server.

3. Click Uninstall or (Remove).

4.3 Setting the Firewall Configuration

Your firewall needs to be configured to allow Datgel Network Key License Server to access the required
port(s).

There are many different vendors and firewall products available and it is not possible in this guide to
provide procedures for them. Please consult the documentation provided with your firewall to determine
the correct procedure.

The following procedure explains how to configure the built-in firewall (called Windows Firewall) for
common Windows versions.

Step 1: open the console
For Windows XP and Windows 2003:

1. Select Start > Settings > Control Panel > Windows Firewall.

2. Click Windows Firewall to open the setting dialog.

3. Select the Exceptions tab in the Windows Firewall Settings window.
4. Click Add Program....

5. Click Browse.

For Windows Vista:

1. Select Start > Administrative Tools > Windows Firewall with Adduced Security.
2. Select Inbound Rules.

3. Select Action > New Rule.
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ﬁ' Mew Inbound Rule Wizard =
Rule Type
Select the type of firewall rule to create.
Steps:
& Rule Type What type of rule would you like to create?
& Program
@ Action @ Program
@ Profile Rule that controls connections for a program.
@ MName ' Port
Rule that controls connections for a TCP or UDP port.
Predefined
BITS Peercaching
Rule that controls connections for a Windows experience.
Custom
Custom rule.
Leam more about rule types
Bac Mend = ] l Cancel
4. Click Next.
g New Inbound Rule Wizard (5]
Program
Specify the full pragram path and executable name of the program that this rule matches.
Steps:
& PRule Typs Does this rule apply to all programs er a specific program?
& Program
@ Action _' All programs
Profi Rule applies to all connections on the computer that match other rule
. e properties.
@ Name

@ This program path:
Browse. ..
Example: c:\path'program exe

%:ProgramFiles %4 Intemet Exploreriexplore exe

Leam more about specifying programs

<Back || Ned> || Cancel

5. Click Browse.
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Step 2: add the exception

1. Browse to the file background.exe under the C:\Program Files\Datgel\Datgel
Network Key License Server installation directory.

@ Open ﬁ
@(\H;}v| .. « Datgel Network Key License Server » v | +3 | Search 2|
‘ Organize ~ g8 Views = [ Mew Folder
~
Eavorite links MName Date modif.. Type »
[E| Documents & Plugln
) [ ]background.exe
% Recently Changed HNetUniKe_',rServer e
B Desktop T uniServer.exe
LT B (2 VistaRun.exe
Folders v
.. Creative o
.. Datgel T
., Datgel Administrator Tools B
J Datgel CPT Tool
., Datgel Golder Associates
. Datgel KPC
J Datgel Lab Tool
| Datgel Network Key License Server
Matrel Chtrat Trnl S
File name: background.exe - [F'roglams (" exe) vl
[ Open |V] ’ Cancel ]
2. Click Open.

Step 3: set the rule
In Windows XP or Windows 2003:

1. Make sure the background.exe entry is checked in “Windows Firewall Settings” window.
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@ Windows Firewall Settings =

Exceptions | Advanced

Exceptions control how programs communicate through Windows Firewall, Add a
program or port exception to allow communications through the firewall.

Windows Firewall is currently using settings for the domain network location.
What are the risks of unblocking a program?

To enable an exception, select its check box:

Program or port i

Apache
L
[JBITS Peercaching

[JConnect to a Network Projector

Core Networking

CyberLink PowerDVD 0%

CyberLink PowerDVD DX Resident Program

Dell Network Assistant

Distributed Transaction Coordinator

File and Printer Sharing

CIFTP Server

gintd

Al Trimm = fTPT RIAT T

’Add program... ] [ Add port... l ’ Properties ] [ Delete

Motify me when Windows Firewall blocks a new program

[ OK ][ Cancel ] Apply

2. Click OK.

In Windows Vista:

1. Choose the option Allow the connection, and click Next.

g New Inbound Rule Wizard (5]
Action
Specify the action that is taken when a connection matches the conditions specified in the rule.
Steps:
@ Rule Type What action should be taken when a connection matches the specified conditions?
& Program
@ Action @ Allow the connection
» Profile Allow connections that have been protected with IPsec as well as those that have not.
@ MName 1 Allow the connection if it is secure
Allow only connections that have been authenticated and integrity-protected through the use
of IPsec. Connections will be secured using the settings in IPsec properties and rules in the
Connection Securnty Rule nods.
Require privacy in addition to integrity and authentication.
Useful for tools that must always be available, such as remote administration tools. I you
specify this option, you must also specify an authorized computer or computer group.
) Block the connection
Leam more about actions
<Back |[ Ned> || Cancel
2. Click Next.
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ﬁNewInbound Rule Wizard ==
Profile
Specify the profiles for which this rule applies.

Steps:

@ FRule Type When does this rule apply?

& Program

@ Action Domain

& Profile Applies when a computer is connected to its corporate domain.
& Mame Private

Applies when a computer is connected to a private network location.

Public
Applies when a computer is connected to a public network location.

Leam more about profiles

<Back ||

=
2
W

] I Cancel

3. Click Next.

& New Inbound Rule Wizard ==
Name

Specify the name and description of this rule.

Steps:

& Rule Type
@ Program
@ Action

s Profie Name:
Datgel License Served

& Mame

Description (optional):

| <Back || Ensh || Cancel

Enter Datgel License Server as the rule name and click Finish.
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